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CD‐75P™, hexabromocyclododecane, is a highly brominated cyclo‐aliphatic flame retardant. CD‐75P™ provides 
excellent performance at low loading levels with a minimum effect on polymer properties. 

Hexabromocyclododecane 
CAS Reg. Number [25637‐99‐4] 
  Typical Properties of CD‐75P™ 

Appearance  White Powder 

Bromine Content, %  74.7 

Melting Range, 0C  180 – 192 

Specific Gravity @ 25 0C, g/ml  2.1 

Bulk Loose Density @ 25 0C, g/ml  1.16 

Bulk Packed Density @ 25 0C, g/ml  1.54 

 

Thermogravimetric Analysis (10 mg @ 10 0C/minute under N2) 

  Weight Loss, %  5  10  50 

  Temperature, 0C  228  242  263 

Solubility (g/ 100 g Solvent) 
Water  < 0.1  Toluene  5 

Methylene Chloride  2  Methyl Ethyl Ketone  12 
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Methanol  0.1       

CD‐75P™  is  recommended  as  an  additive  flame  retardant  for  thermoplastic  and  thermosetting 
polymers.  It  is  the  product  of  choice  for  XPS  (extruded  polystyrene  foam)  and  EPS  (expanded 
polystyrene  foam)  and  other  styrenic  based  resin  systems.    CD‐75P™  is  also  used  in  textile 
treatments, latex binders, adhesives, unsaturated polyesters and coatings. 

The use of proper protective equipment is recommended.  Excess exposure to the product should be 
avoided.  Wash thoroughly after handling.  Store the product in a cool, dry, well‐ventilated area away 
from incompatible materials. Unless stated, proper storage will permit usage of the product for 6 to 
12 months from the date of receipt.   
 
 
For additional handling and toxicological information, consult the Chemtura Material Safety Data Sheet. 

 
The information contained herein relates to a specific Chemtura product and its use, and is based on information available as of the date hereof.  Additional information relating to the product 
can be obtained from the pertinent Material Safety Data Sheets.  Nothing in this Technical Data Sheet shall be construed to modify any of Chemtura standard terms and conditions of sale under 
which the product is sold by Chemtura.  NOTHING IN THIS TECHNICAL DATA SHEET SHALL BE CONSTRUED TO CONSTITUTE A REPRESENTATION OR WARRANTY, EXPRESS OR IMPLIED, 
REGARDING THE PRODUCT’S CHARACTERISTICS, USE, QUALITY, SAFETY, MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.  Nothing contained herein shall constitute permission or 
recommendation to practice any intellectual property without the permission of the owner.  
 
All technical advice and recommendations is given gratis. They are based on technical data which Chemtura believes to be reliable and are intended for use by persons having the skills and 
know how, at their own discretion and risk. It is up to the buyer to study and determine that the products being purchased can be applied correctly. In no event will the seller be liable for any 
incidental or consequential damages arising out of the use of our products. 
 
Chemtura and the Chemtura logo are trademarks of Chemtura Corporation or one of its subsidiaries.  Great Lakes is a trademark of Chemtura Corporation.   
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